
Jet MD-81 Mouse Function Correlation
Click on knob 
switches between 
SPD and MACH 
selection mode

For turning off THROTTLE 
warning on FMA click on switch

Click in HDG 
window, switches 
HDG 180˚

Click on HDG knob; 
HDG HLD 
Double click on HDG 
knob; HDG SEL

For turning off AP 
warning on FMA 
click on switch

Click and hold down 
mouse button for 
more than 1/2 sec. 
switches in 100ft 
selection mode. 
Double click arms 
ALT preselect 
mode.

Gear Up

Gear Down

Flaps Up

Flaps Down

Trim Nose DownTrim Nose Up



Jet MD-81 Hardware Function Correlation
Left COWL switch toggles 
between SPD SEL, MACH 
SEL, EPR LIM

MDI knob

Autopilot: 
TEST button Autopilot: 

BC button

Autopilot: 
APR button Autopilot: 

NAV button

Autopilot:
HDG button, 
HDG SEL mode Transponder

mode select knob

Autopilot: TRIM 
UP/DOWN

Right COWL switch 
toggles between VERT 
SPD, MACH, IAS

Autopilot:
ALT button

Autopilot:
AP ENG button

V/S, ALT selection
Switch V/S: knob turn 
1000ft
Switch ALT: knob turn 
100ft

NAV 2 freq knobs

CRS knob (switch in 
OBS position)

GPS
Trimble: NAV/WPT/
FPL/CALC/AUX 
buttons
Apollo: 5 “soft” 
buttons

COMM SWITCH 
button

COMM freq knobs 
change standby freq

ADF SET/RST button

ADF FLT/ET button

Autopilot:
FD button

CRS knob (switch in 
CRS position)

NAV 1 freq knobs

Keyboard ‘F1’

CLOCK GO

NAV 1/2 
ON buttons

NAV 1/2 
IDENT buttons

ADF/DME 
IDENT buttons

DME freq knob 
change standby freq

ADF FRQ buttonADF freq knob 
change standby freq

QNH/ALT knob

BRAKE button 
(Pro Panel)

Transponder IDENT 
button

NAV 2 knob ADF ADF button


